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• �SMPTE Compliant for SD signals
• �UL, CSA, and RoHS Compliant
• �High quality low loss product
• �Competitive pricing	

• �SDI, HD-SDI, 3G-SDI 
• �Matched Connectors
• �Sweep Test 4.5 GHz
• �Plenum and non-Plenum

SERIAL DIGITAL SOLUTIONS

23-MINI-SD LIBERTY MINI-RG59 SERIAL DIGITAL HIGH RESOLUTION COAXIAL CABLE  IDEAL FOR SHORT LENGTH SDI RUNS & SDI PATCHING GOOD

• �23 AWG solid bare copper center conductor

• �Nitrogen injected cellular Polyethylene

• �Full Aluminum/Poly/Aluminum inner foil shield	

�• �95% coverage tinned copper braid shield 

• �NEC rated CM, CEC rated CMG FT4

• �Standard colors black and white

23-MINI-CMP LIBERTY MINI-RG59 SERIAL DIGITAL HIGH RESOLUTION COAXIAL CABLE  IDEAL FOR SHORT LENGTH PLENUM SDI RUNS & SDI PATCHING GOOD

• �23 AWG solid bare copper center conductor

• �Nitrogen injected cellular Fluoropolymer

• �Full Aluminum/Poly/Aluminum inner foil shield	

• �95% coverage tinned copper braid shield 

• �NEC rated CMP, CEC rated CMP FT6

• �Standard colors black and white

20-CMR-VIDEO  LIBERTY RG59 SERIAL DIGITAL HIGH RESOLUTION COAXIAL RISER RATED CABLE  IDEAL FOR MEDIUM LENGTH SDI RUNS BETTER

• �20 AWG solid bare copper center conductor

• �Nitrogen injected cellular Fluoropolymer

• �Full Aluminum/Poly/Aluminum inner foil shield

• �95% coverage tinned copper braid shield 

• �NEC rated CMP, CEC rated CMP FT6

• �Standard colors black and white

20-CMP-VID-COAX  LIBERTY RG59 SERIAL DIGITAL HIGH RESOLUTION COAXIAL, PLENUM RATED CABLE IDEAL FOR MEDIUM LENGTH PLENUM SDI RUNS BETTER

• �20 AWG solid bare copper center conductor

• �Nitrogen injected cellular Fluoropolymer

• �Full Aluminum/Poly/Aluminum inner foil shield

• �95% coverage tinned copper braid shield 

• �NEC rated CMP, CEC rated CMP FT6

• �Standard colors black and white

18-CMR-SD  LIBERTY RG6 SERIAL DIGITAL HIGH RESOLUTION COAXIAL RISER RATED CABLE  IDEAL FOR MEDIUM LENGTH SDI RUNS BEST

• �18 AWG solid bare copper center conductor

• �Nitrogen injected cellular Fluoropolymer

• �Full Aluminum/Poly/Aluminum inner foil shield

• �95% coverage tinned copper braid shield 

• �NEC rated CMP, CEC rated CMP FT6

• �Standard colors black and white

18-CMP-VID-COAX  LIBERTY RG6 SERIAL DIGITAL HIGH RESOLUTION COAXIAL PLENUM RATED CABLE  IDEAL FOR MEDIUM LENGTH PLENUM SDI RUNS BEST

• �18 AWG solid bare copper center conductor

• �Nitrogen injected cellular Fluoropolymer

• �Full Aluminum/Poly/Aluminum inner foil shield

• �95% coverage tinned copper braid shield 

• �NEC rated CMP, CEC rated CMP FT6

• �Standard colors black and white




