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Display Control Software Guide

Software Overview

By using the free software “Intelix Display Control”, compatible Intelix auto-switching products may be used to control
power and input status of the LCD or Projector connected to the HDBaseT receiver. When the auto-switching product
is “woken up” from low-power standby mode, it will send the preprogrammed “Power ON” command, followed by the
“Input Select” command. When the auto-switching product times out due to lack of video or activity, it will send the
preprogrammed “Power Off” command. This will effectively synchronize the power states of the display and the auto-
switching product, eliminating the need for a third party control system in many systems.
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Software Installation and Removal

setup.exe

To install the Intelix Display Control application, run setup.exe from any folder.

i% setup - Intelix Display Control = %

Welcome to the Intelix Display
Control Setup Wizard

This will install Intelix Display Control wersion 1.0.0 on your
computer,

Itis recommended that you dose all other applications before
continuing.

Click Mext to continue, or Cancel to exit Setup.

Next > ]| Cancel

System Drivers: comdig32.ocx and mscomm32.ocx

The Intelix Display Control application utilizes two communications drivers: comdlg32.0ocx and mscomm32.ocx and
setup installs these files in their appropriate locations within the operating system. In Microsoft Windows XP operating
systems these files are placed in the \Windows\System32 folder. For Microsoft Windows 7 (64-Bit), these files will be
installed in the \Windows\SysWOW64 directory.

Possible Windows 7 (64-Bit) Installation Issues

In some instances, Windows 7 64-bit mode creates an error message indicating that it cannot find one of the two files
mentioned above.

Intelix Display Control 2

l Run-time error '339"
Component 'MSCOMM32.0CK' or one of its dependencies not
correctly registered: a file is missing or invalid

oK
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Display Control Software Guide

In this case, you will need to run Intelix Display Control in Compatibility Mode. Right click on the application icon
and select Properties. From the application properties, select the Compatibility tab and select Compatibility Mode as
shown below.

i Intelix Display Control Properties | =

Security I Details I Previous Yersions |
Generl | Shortcut | Compatibility

I you have problems with this program and it worked comectly on
an earlier version of Windows, select the compatibilty mode that
matches that earier version.

Help me choose the settings
Compatibility mode

Run this program in compatibility mode for:
[Windows XP (Servies Pack 3) -

Settings
=] Run in 256 colors
[ Run in 540 x 480 screen resolution
[ Disable visual themes
[ Disable desktop composition
I [7] Disable display scaling an high DP| settings

Privilzge Level
I [ Run this program as an administrator [

[ '@JChange settings for all users ]

0K | [ Cancel || appy |

Software Removal

To uninstall this application, go to the Windows Control Panel and select Uninstall or Change Programs. Double click
on Intelix Display Control and the program will uninstall automatically itself. The removal routine will delete all files
and remove all icons.

[
el

—
o @ v Control Panel » Programs » Programs and Features - -|| Search Programs and Features P

Control Panel Home

Uninstall or change a program

View installed updates To uninstall a program, select it from the list and then click Uninstall, Change, or Repair.

'@' Turn Windows features on or
off

Organize *  Uninstall

-

Mame Publisher Installed On  Size Version

(L) OCR Software by LRLS. 13.0 HP 10/12/2010 130

O PeerBlock 1.0+ (rd84) PeerBlock, LLC 10/22/2010 1.0.0.484

i Intelix Display Control version 1.0.0 Intelix 11/18/2010 1.00
QuickBooks Pro 2010 Intuit Inc. 10/12/2010 20.0.4004 807

[ Shop for HP Supplies HP 10/12/2010 13.0

Intelix

Product version: 1.0.0
Help link: http://www.intelix.com/
Support link: http://www.intelix.com/
Size: 116 MB

intelix
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Operating Instructions

Display Control Configuration

Open the Intelix Display Control software.

48 Intelix Display Control

File  View Communication Test Help
NEE SO 8 = &%

Display Control Commands

[] Display / Erter Commands in Hex or Text

Power ON Code

Power OFF Code

Input Select Code

Mo Signal Power Off

| 1 Minute ~

Time Between Commands

5 Seconds ~

Display COM Settings
Baud Rate
9600 ~
No COM 9600,N,8,1

Mo Activity Power Off

3 Hours ~

Switcher Commands

Program

Bead

Adjust the COM Port to match the PC COM port. Communication > COM Settings > COM Port

@ Intelix Display Control

Help

x

g I‘\_—I LE'] COM Settings 3 COM Port 3 COM3

Program  Ctrl+P

Display Cort
SRRy Read Crl+R

Baud Rate 2
Refresh  Ctrl+F

["] Display / Erter Commands in Hex or Text

Power ON Code

Power OFF Code

Input Select Code

Mo Signal Power Off

Time Between Commands

5 Seconds ~
Digplay COM Settings
Baud Rate
9600 ~
COM3 9600,M,8,1

| 1 Minute ~
Mo Activity Power Off
3 Hours ~
Switcher Commands
Program
Port Closed

Read

intelix
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Enter the “POWER ON”, “POWER OFF”, and “INPUT SELECT CODE” into the text fields. If you need to enter the
commands in HEX, select the check box and enter hex bytes separated by a space. See display manufacturer’s manual

to acquire the codes.

There is a 20 character (20 hex bytes) limit in the Display Control Software.

‘% Intelix Display Control - X
File  View Communication Help
DEE [&loal & 0/
Display Control Commands
] Display / Enter Commands in Hex or Text
Power ON Code Power OFF Code
[on | OFF
Input Select Code Mo Signal Power Off
[l | 1 Mirute v
Time Between Commands Mo Activity Power Off
5 Seconds ~ 3 Hours ~
Display COM Settings Switcher Commands
Baud Rate
5600 ~ Program Bead
COM3 9600,M,8,1 Port Closed
Set the baud rate required by the display.
‘% Intelix Display Control - X
File  View Communication Help
DmE 0B & 6%
Display Control Commands
] Display / Enter Commands in Hex or Text
Power ON Code Power OFF Code
[on | OFF

Input Select Code

Mo Signal Power Off

[t | 1 Minute -
Time Between Commands Mo Activity Power Off
5 Seconds ~ 3 Hours ~

Display COM Settings

Baud Rate

15200
57600
115200

Switcher Commands

Program Read

Port Closed

intelix
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Select the “Time Between Commands” from the drop down window. This sets the amount of time the controller
will wait after it sends the “Power On” command to send the “Input Select” command. Every display will require a

different amount of time.

B Intelic Display Control

File  View Communication

Help

NnEa sleoal & (@

Digplay Control Commands

[] Display / Ertter Commands in Hex or Text

Fower ON Code

Power OFF Code

[on

| OFF

Input Select Code

Mo Signal Power Off

[in1

| 1 Minute ~

Time Between Commands

5 Seconds hd

1 Second

2 Seconds
3 Seconds
pl4 Seconds
5 Seconds
10 Seconds
15 Seconds
20 Seconds
30 Seconds
45 Seconds
60 Seconds
NGCONT | 9600.N,8,1

Mo Activity Power Off
3 Hours ~

Switcher Commands

Program Read

Select the “No Signal Power Off” timeout from the drop down window. Setting this value to Never will prevent the
auto-switching device from entering a low power state if an active device is connected.

% Intelix Display Control

File  View Communication

- X
Help

NEERREERPIAE

Digplay Control Commands

[ Display / Entter Commands in Hex or Text

Power ON Code

Power OFF Code

[on

| [oFF

Input Select Code

Mo Signal Power Off

[in1

Time Between Commands

5 Seconds ~ 10 Minutes
20 Minutes
30 Minutes
Never
Display COM Settings Switcher Commands
Baud Rate
9600 e Program Read
Ccom3 9600,M,8,1 Port Closed
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Select the “No Activity Power Off” timeout from the drop down window. Setting this value to Never will prevent the
auto-switching device from entering a low power state if no devices are connected.

B Intelic Display Control
File VWiew Communication Test Help
DEE =B w 6%
Digplay Control Commands

[] Display / Ertter Commands in Hex or Text

Fower ON Code Power OFF Code
[on | OFF
Input Select Code Mo Signal Power Off
[in1 | 1 Minute v
Time Between Commands Mo Activity Power Off
5 Seconds ~ 3 Hours ~
1 Hour
2 Hours
Display COM Settings Switcher Commar  Hours
5 Hours
8 Hours
Baud Rate 10 Hours
9600 i Progr| 12 Hours Bead
Never
COM3 9600,N,8,1 Port Closed
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Test Configuration with Display
Connect your PC COM port to the RS232 port on display.

Press the green “Thumb’s Up” button or Test > Perform Test...

B Intelic Display Control
File View Communication Help

AFEERFEE

Display Control Commands
[] Display / Ertter Commands in Hex or Text
Power OFF Code

Fower ON Code

OFF

[on

Mo Signal Power Off

Input Select Code
20 Minutes ~

[in1

Time Between Commands Mo Activity Power Off

5 Seconds ~ 3 Hours ~
Display COM Settings Switcher Commands

Baud Rate

5600 ~ Program

No COM 9600.N,8,1

Test the commands entered by monitoring the display status.

Test

Digplay Test (Sending from Computer directly to Display Device)

® Tum ON
() Tum OFF

() Input Select Test Cancel

intelix
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Upload Configuration to Device

Connect your PC COM port to the RS232 port on the auto-switching device or HDBaseT receiver.

Press the “Program” button, confirm the action, and wait for the upload to finish.

File VWiew Communication Test Help
Dm(E [slola] & (@[
Display Control Commands
[] Display / Ertter Commands in Hex or Text
Fower ON Code Power OFF Code
oN 1 [arre
|— Warning J
Input
E | . Areyou sure that you wish to overwrite current switcher settings?
Time £
5 Sec
1 Yes No
Display COM Settings Switcher Commands
Baud Rate
w0 : =
COM3 9600,M,8,1 Port Closed

The unit is now programmed, and the Display Control feature is activated.

File  VWiew Communication Test Help
LEE &0 8| w & #
Digplay Control Commands

[ Display / Entter Commands in Hex or Text

Fower ON Code Power OFF Code
[on | [oFF
Success *
Input Select Code !verOH
[in1 v

Programming Successful! L

Time Between Commands ower Off

R ¥ o

Display COM Settings Switcher Commands
Baud Rate
s : =

coM3 seoonz1 |

intelix
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Save Configuration Settings

Configuration settings may be saved for other installations. Go to File > Save to save the current configuration.

% Intelix Display Control

X
m View  Communication Test Help
New  Ctrl+N g E @ .:'.':,
Open Ctrl+0
Save  Ctrl+5
Exit Cirl+X nds in Hex or Text
Fower ON Code Power OFF Code
[on | OFF
Input Select Code Mo Signal Power Off
[n1 | 20 Minutes v
Time Between Commands Mo Activity Power Off
5 Seconds ~ 3 Hours ~
Display COM Settings Switcher Commands
Baud Rate
w0 : =
COM3 9600,M,8,1 Port Closed
Enter a descriptive file name then click Save to save the file to the computer.

4% Save s >
&« v s ThisPC » Desktop » ASSettings ~ O Search AS Settings o
Organize = Mew folder F= - o

~ - ifi 1 i

# Quick access Mame Date modified Type Size
[ Desktop Mo items match your search.
; Downloads
| Documents
&= Pictures

_source basics

AS-THIV-WP

AS-THIV-WP Ev

Display Control !

¢@ OneDrive
[ This PC
- CRUZER (E:) v

File name: | AS Settings "
Save as fype: | Text files (*.tet)

~ Hide Folders

Save Cancel

intelix
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Load Configuration Settings

To open a saved configuration file, go to File > Open.

% Intelix Display Control

X
m View  Communication Test Help
New  Ctrl+N g E @ .:'.':,
Open Ctd+0
Save  Cirl+S
Exit Cirl+X nds in Hex or Text
Fower ON Code Power OFF Code
Input Select Code Mo Signal Power Off
| | 1 Minute ~
Time Between Commands Mo Activity Power Off
5 Seconds ~ 3 Hours ~
Display COM Settings Switcher Commands
Baud Rate
9600 ~ Program Bead
COM3 9600,M,8,1 Port Closed

Navigate to the saved configuration file location. Select the configuration file, then Click Open.

4% Open >
T s ThisPC » Desktop » ASSettings ~ O Search AS Settings o
Organize « MNew folder =~ [ @
# Quick access ~ Mame - Date modified Type Size
[ Desktop =| AS Settings.bet 1/7/2016 10:03 AM Text Document 1KB
; Downloads

| Documents

&= Pictures
_source basics
AS-THIV-WP
AS-THIV-WP Ev
Display Control !

¢@ OneDrive
3 This PC

= CRUZER (E)
Spotlight-v100

Trashes &7

File name: | AS Settings.bxt v| Text files (*bxt)

Cancel
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